
Overall dimensions

0

100

200

300

400

500

600

700

800

0 50 100 150 200 250 300 350

Ps
, P

a

Q, m3/h

– ŋmax

Technical data

Model
Perform.

curve
Nominal

voltage [VAC]
Frequency

[Hz]
Speed
[RPM]

Power input 
max [W]

Current
max [A]

Sound pres.
level [dBA]

Perm. amb.
temp. [°C]

Capacitor
[μF/VDB]

Electrical
connection

SL-B133A-EC-03 I 230 50/60 4960 60 0.52 71 –25 ... +60 - E
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Ø 133 MM, SINGLE INLET(BACKWARD CURVED) EC BLOWERS

Features

Impeller material: galvanized steel
Casing material: sheet steel
Direction of rotation: clockwise, seen on rotor
Type of protection: IP55
Insulation class: B
Mode of operation: continuous operation (S1)
Bearing: ball bearings
Motor protection: self-resetting TOP wired internally
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Ø 175 MM, SINGLE INLET(BACKWARD CURVED)

Overall dimensions
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Model
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Nominal
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[Hz]
Speed
[RPM]

Power input 
max [W]

Current
max [A]

Sound pres.
level [dBA]

Perm. amb.
temp. [°C]

Capacitor
[μF/VDB]

Electrical
connection

SL-B175A-EC-03 I 230 50/60 3810 83 0.68 72 –25 ... +60 - E
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Features

Impeller material: galvanized steel
Casing material: sheet steel
Direction of rotation: clockwise, seen on rotor
Type of protection: IP55
Insulation class: B
Mode of operation: continuous operation (S1)
Bearing: ball bearings
Motor protection: self-resetting TOP wired internally
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Overall dimensions
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SL-B190B-EC-00 I 230 50/60 3350 82 0.66 72 –25 ... +60 - E
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Ø 190 MM, SINGLE INLET(BACKWARD CURVED) EC BLOWERS

Features

Impeller material: galvanized steel
Casing material: sheet steel
Direction of rotation: clockwise, seen on rotor
Type of protection: IP55
Insulation class: B
Mode of operation: continuous operation (S1)
Bearing: ball bearings
Motor protection: self-resetting TOP wired internally
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Inlet rings IR-PA series

For backward curved blade impellers
Made of high quality plastic

OVERALL DIMENSIONS [MM]
BLAUBERG Inlet ring BLAUBERG Impeller size A B C D RE h t g Fig.

IR 190BC PA 190 172 158 120.5 125.5 10 15.9 2.5 4.5 1

IR 220BC PA 220 258 245 149 153 20 21 2.0 4.5 2

IR 225BC PA 225 223 210.7 141 145 25 28 2.0 4.5 1

IR 250BC PA 250 255 240 160 164 28 31 2.0 4.5 1
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Inlet rings IR-GS series

For backward curved blade impellers
Made of galvanized steel

OVERALL DIMENSIONS [MM]
BLAUBERG Inlet ring BLAUBERG Impeller size DA E DE Re F-∅G h t

IR 190BC GS 190 170 158 125 10 4-ø4.5 14 0.6

IR 220BC GS 220 252 236 152 22 4-ø4.5 21 0.6

IR 225BC GS 225 223 210.7 145 21 4-ø4.5 28 1.5

IR 250BC GS 250 255 240 164 18 4-ø4.5 33 1.5
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INLET RINGS
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ELECTRICAL CONNECTION DIAGRAM
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Type "A"

U1 Blue
U2 Black
Z1 Brown
PE Green/Yellow

Type "E"

U1 Brown
U2 Blue
PE Green/Yellow
U4 Red
U5 Yellow
U6 White
U7 Blue

Power connection Control cable

U4

+10V Input
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L N

U6U1 U2

FG GNDPE
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